
3933 US Route 11
Cortland, New York  13045 USA
Phone Number:  (800) 345-3851
Fax Number:  (607) 758-6637
Web:  www.intertek.com

Product Covered:

Continuing compliance to this specification is monitored through production testing, ongoing inspections by 
Intertek at the production facility and random sample testing.

Approved By:

March 23, 2018

Model(s) and or Brand Name: Not available

HDPE Conduit, diameter between 5mm and 1.5" IPS Schedule-40

Date Issued: April 04, 2024Date Revised:

This verification supersedes all previous verifications with the noted Verification/Report number(s) 
dated before this verification notice.

This Verification is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client. 
Intertek's responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any party, 
other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this Verification. Only 
the Client is authorized to copy or distribute this Verification. Any use of the Intertek name or one of its marks for the sale or advertisement 
of the tested material, product or service must first be approved in writing by Intertek. The observations and test results referenced from 
this Verification are relevant only to the sample tested. This Verification by itself does not imply that the material, product, or service is or 
has ever been under an Intertek certification program.

NOTE:  This verification is part of the full test report(s) and should be read in conjunction with it.

Antoine Pelletier, Project Engineer

Standard(s):

On the basis of the tests undertaken, the sample(s) of the below product have been found to comply with the 
essential requirements of the referenced specifications at the time the tests were carried out.

ETL Verified Certificate of Conformance Number:  103374589CRT-003

Knoxville, TN 37934 

11400 Parkside Dr.
Dura-line LLC

Suite 300

Contact: Ms. Angela Gizelar

www.duraline.com

Rendered to:

ETL Verified per Halogen IEC 60754-1 and per Flame UL 1685, Section 4Product marking shall include:

IEC 60754-1 Test on gases evolved during combustion of materials from 
cables – Part 1: Determination of the halogen acid gas content, Edition 3.0, 
dated November 2011

UL Standard for Safety for Vertical-Tray Fire-Propagation and Smoke-
Release Test for Electrical and Optical-Fiber Cables, UL 1685, Fourth Edition, 
Dated July 7, 2015


