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John Cash, Associate Engineer

Product Tested

Continuing compliance to this specification is monitored through production testing, ongoing inspections by 
Intertek at the production facility and random sample testing.

Approved By:

March 17, 2015

Model(s) and or Brand Name: Keystone Jack p/n SJ6A
The worst-case mounting systems listed below, and other models having 
equal or lower density, are qualified for usage with the SJ6A connecting 
hardware and meet component Alien Crosstalk requirements:
1) Patch Panel, P/N UDX24E (24 port UDX patch panel)
2) Patch Panel, P/N PSJ24xx (24 portshielded panel, xx denotes color)
3) Faceplate, P/N SSF212 (12 port stainless steel plate, double gang)

Category 6A Shielded Connecting Hardware (Keystone Jack)

ANSI/TIA-568-C.2 Category 6A with the applicable electrical transmission 
characteristics

Date Issued:

Product labeling shall include:

This verification supersedes all previous verifications with the noted Verification/Report number(s) 
dated before this verification notice.

This Verification is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client. 
Intertek's responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any party, other 
than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this Verification. Only the 
Client is authorized to copy or distribute this Verification. Any use of the Intertek name or one of its marks for the sale or advertisement of the 
tested material, product or service must first be approved in writing by Intertek. The observations and test results referenced from this 
Verification are relevant only to the sample tested. This Verification by itself does not imply that the material, product, or service is or has 
ever been under an Intertek certification program.

NOTE:  This verification is part of the full test report(s) and should be read in conjunction with it.

Antoine Pelletier, Project Engineer

Standard(s)/Specification

ETL Verified to ANSI/TIA-568-C.2 Category 6A and the product model(s) 
and or brand name

On the basis of the tests undertaken, the sample(s) of the below product have been found to comply with the 
essential requirements of the referenced specifications at the time the tests were carried out.

ETL Verified Certificate of Conformance Number:  102049929CRT-001a
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